G31M-GS R2.0

Intel® G31 + ICH7

NNSRock

www.asrock.com

(intel B
CORE
Quad [

FSB1600

.GS DDR2 800 l
» Dual Channe!

(intel B
CORe

inside” |

{G31M.

4 Windows™ 7
®  Hardware Ready

7600 oo _

Gigabit LAN JOC Tuner

Inte’'GMA 3100
Direct X9.0 OC 800
iy

Smart BIOS

Intelligent
Energy Saver

- 1600/1333/1066/800/533MHz

Intel® Graphics Media Accelerator 3100

DirectX 9.0 384MB
- PCIE
- OC 800
= EuP
- Instant Boot, Instant Flash,
( 170%)
- BIOS, (CPU
38%)

BIOS

<< <

- Micro ATX 9.6 X7.2 24.4 x18.3

-LGA 775 Intel® Core™ 2 Extreme / Core™ 2 Quad /
Core™ 2 Duo / Pentium® Dual Core / Celeron® Dual Core
/ Celeron®, Penryn Yorkfield Wolfdale

- 1600/1333/1066/800/533MHz

- 105W CPU

- Hyper-Threading

- EM64T CPU

- Intel® G31
- Intel® ICH7

- DDR2

-2 x DDR2

e DDR2 800/667/533 non-ECC, un-buffered
- : 8GB

-1 x PCI Express x 16
-1 x PCI Express x 1
-2xPCl

- Intel® Graphics Media Accelerator 3100
- Pixel Shader 2.0 DirectX 9.0
= 384MB

-5.1 Windows® Vista™ Premium
ALC662

-PCIEx 1 10/100/1000 Mb/s
- Realtek RTL8111DL
- Wake-On-LAN

110

-1xPS/2

-1xPS/2

-1x com1i

-1xVGA

-4xUSB 2.0

- 1xRJ-45 LED
SPEED LED

- HD / /

ACT/LINK LED

- 4 x SATAII 3.0 Gb/s RAID * "
- 1 x ATA100 IDE ( 2 IDE )

-1x

-1x

- CPU/

-24 ATX

-4 12V

-2 USB20 ( 4 USB2.0 )

- 4Mb AMI BIOS

- AMI Legal BIOS

- ACPI 1.1

= SMBIOS 2.3.1
- VCCM

= BIOS

Wake Up Events

- Instant Boot
- Instant Flash
- Hybrid Booster( ):
- CPU
- ASRock U-COP CPU
- Boot Failure Guard (B.F.G. )

- CPU

- CPU

- CPU
- +12V 45V +3.3V

- Microsoft® Windows® 2000/XP/XP 64-bit/Vista™/
Vista™ 64-bit

-FCC CE

- EuP EuP
- s 1/10

- ATA 100

-1 x SATA



G31M-GS R2.0 NSRock

Intel® G31 + ICH7 www.asrock.com

(OC Tuner):

CPU ,

(OC 800 Jumper):

FSB800OMHz CPU
OC 800 FSB800 MHz CPU
FSB1066MHz
OC Tuner 170%

0C 800 (Overclocking)

up to

o [R— 170%

Pufurmanse Boosiar

Default 1 BGHE

(Energy Saving):
LLE.S ( )

CPU Power Consumption

CPU

CPU 38%

BIOS

Load BIOS Defaults P18 Key wan he used
Land Performunce Setup Default (IDESATA) Tor ihis aperntion,
Lond Power Saving Setup Defeult

BIOS Update Utiliey

Y : ASHock lmstant Flash
’ -




G31M-GS R2.0 NISRock

Intel® G31+ ICH7 www.asrock.com

EuP EuP EuP
EuP ?
EuP Energy Using Product
20 30
EuP 1.00W
EuP
EuP EuP EuP
EuP
Intel EuP 100mA 5Vsb 50%
EuP
! EuP
EuP EuP
EuP

(Instant Boot)

ASRock Instant Boot

ASRock Instant Boot
Windows

10 4 Windows!
ASRock YouTube







