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- Micro ATX 9.6 X 8.6 24.4 x21.8
- Socket AM3 AMD Phenom™ Il X4 / X3 / X2
( 920/940)  Athlon Il X4 / X3/ X2
- ACC AMD OverDrive™
2 - AMD LIVE!I™ Ready

AMD - AMD Cool 'n' Quiet

Phenom-IT - 2600 MHz 5.2 GT/s
- Hyper-Transport 3.0 (HT 3.0)

- :AMD 785G
- :AMD SB710

- DDR3

-4 x DDR3

- DDR3 1600(  )/1333/1066/800 non-ECC,
un-buffered

F : 16GB

-1 x PCI Express 2.0 x 16 ( 1 x 16)
-1 xPCl Express 2.0 x 1

-2xPCl

- ATI™ Hybrid CrossFireX™

- AMD Radeon HD 4200
- DX10.1 iGPU, Shader Model 4.1

512MB
- 128MB DDR3 1333 ( ) / 1200MHz
- VGA D-Sub DVI-D HDMI
- HDCP
- 1080p BD /HD-DVD

7.1 Windows® Vista™ Premium
ALCB888

Froec) . =" .
E HOomI B
U m——— _PCIEx 1 10/100/1000 Mb/s
r =

- Realtek RTL8111DL
3 Wake-On-LAN
i Instant
- 1x HDMI
DDR3 ATI™ A -1x SPDIF
1 600 Hyl_)"dm -] Full HD 1080p - 1 x eSATAIl
(OC) crossF"-ex ide Por emory Blu-r:y(BD)I-HD-DVD-plzyhnek L4 X USB 2.0
-~ (DDR3 1333) e
-1xRJ-45 LED ACT/LINK LED
SPEED LED
- HD ! ! ! / /

I/0

-1xPS/2

- 1 x VGA/D-Sub
- 1 x VGA/DVI-D

- 5 x SATAIl 3.0 Gb/s RAID RAID 0, RAID 1,
RAID 10 JBOD ,NCQ,AHCI * "
- 1 xATA133 IDE 2 x IDE

- ACC 1
AMD OverDrive™ e

- AMD Radeon HD 4200 DX10.1 -3xUSB 2.0 6x USB 2.0

BIOS - 8Mb AMI BIOS
. - AMI Legal BIOS
iGPU Shader Model 4.1 512MB Fo ”
- ACPI1.1 Wake Up Events

- SMBIOS 2.3.1

- 128MB DDR3 1333 ( ) / 1200MHz LVCCM NB

- BIOS

. . L AMD
= ATI™ Hybrid CrossFireX™ OverDrive™ , AMD LIVE!™ 3D , AMD

Fusion

- VGA D-Sub DVI-D HDMI [

I Instant Boot
F Instant Flash
- EuP - Hybrid Booster( ):
-CPU
- ASRock U-COP CPU
- Boot Failure Guard (B.F.G. )
- Instant Boot, Instant Flash, BIOS,
- CPU
I cPU/  /
’ - CPU
- +12V  +5V  +3.3V

- Microsoft® Windows® XP/XP Media Center/XP 64-bit/
Vista™/Vista™ 64-bit

-FCC CE WHQL
- EuP EuP

- /0
-ATA 133
- 2 X SATA
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EuP

1.00wW

5Vsh 50%

EuP

ATl Radeon® HD4200
LIz $F DirectX 10.1 WEMKEF

DirectX 10.1 Shader Model

DirectX 10.1

Shader Model

MRT
Gather4
DirectX 10 — MSAA DirectX 10.1 — VS
MSAA

DirectX® 10 DirectX® 10.1

4 4.1
No Yes
No Yes
No Yes
No Yes
No Yes
16 32

INT8, FP16/32 INT8/16, FP16/32

FP16 FP32




M3A785GMH/128M /ISRedkK

AMD 785G + SB710 www.asrock.com

AMD OverDrive™
(ACC )

e ~ AOD ACC

CPU
CPU L3

® #2& AMD Phenom Il X2 550 BE CPU

AcC m qU.pltqo] @% X2 - X4

® #i2E& AMD Phenom 1l X3 710/ 720 BE CPU
ACC - -
m performance Boost X3 — X4
Configuration: ©® fi2& AMD Phenom 11 805 / 810 CPU
CPU : Phenom X3 8750 ( 200 x 12 =2400 Mhz)
Memory : OCZ DDR2-1200
\_BI0S : L0.03 Y, L3 4MB — 6MB
* CPU.

128MB

10% 785G

~
side port memroy 128M

ASRock 785G MB with 3DMARK 06

Side Port Memory 128M Without side
port memory

With side
Performance Boost el AR

Performance Boost







