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Socket 478 Intel Pentium 4 / Celeron D (Prescott, N
Willamate)
Intel 865G

<<<L

Micro ATX :9.6-in X 7.8-in, 24.4 cm x 19.8 cm
Socket 478 Intel Pentium 4/Celeron D
(Prescott,Northwood, Willamate)
FSB 800/533 MHz

Hyper-Threading

XIS

: Intel 865G
: Intel ICH5

DDR
2 x DDR
DDR400/333/266
1 2GB

CPU
ASRock U-COP CPU
Boot Failure Guard (B.F.G. )

Prezeatt A0 Dual Chansel nomdd

PA4IESE

3 xPClI
1 x AGP 8X
1xAMR
Integrated Intel Extreme Graphics 2
DirectX 8.0
64MB

Cmedia 9761A 5.1 CODEC
Realtek PCI LAN 8101L

: 10/100
Wake-On-LAN
SRock 1/0 Plus
1xPS/2
Socket 478 Intel Pentium 4 / Celeron D (Prescott, iigg’i
Northwood, Willamate) 1x ( ECPIEPP)
6 x USB 2.0
DDR400 2 DDR 1xRJ-45 | |
1 x AGP 8X 2 x Serial ATA 1.5 Gb/s
“ RAID" * " )
2 x ATAL00 IDE 4 IDE
Integrated Intel Extreme Graphics 2 1; ‘ J
DirectX 8.0 ax
1x COM
CPU/
, AGP/ PCI 20 ATX
4 12v
cD
2 SerialATA 1.5Gb/s A
2 USB20 (4 USB20
2 USB4_5 )
4Mb AMI BIOS
1.  FSB800/533MHz H-T AMCeoallBIoS]
2. DDR400 (2 DDR ) ACPI 1.1
3. : AGP/ PCI Wake Up Events
SMBIOS 2.3.1
4.1 x AGP 8X , ‘ « )
5.Integrated Intel Extreme Graphics 2 DirectX 8.0 CcPU
6.Hybrid Booster——
. CPU CPU
7.2 SerialATA 1.5Gb/s ,2 ATA100 IDE CPU

8.5.1 , 10/100
9.ASRock I/O Plus: 6 USB2.0

1 +12V, 45V, +3.3V,

Microsoft Windows 98SE / ME / 2000 / XP
FCC, CE, WHQL

s , 110
/ATA 100

1 x SATA

1xSATAL1 1

1xCOM

1XAMR ()




